
Delivery program long products
Quality EN rolled forged

Round steel
Unalloyed carbon steel
S235JR 10025-2 8 - 80 mm 280 - 1000 mm
S355J0 - S355J2+N 10025-2 8 - 300 mm 280 - 1000 mm

High-grade structural steel
C 45 10083-2 60 - 300 mm 280 - 800 mm
C 60 10083-2 60 - 300 mm 280 - 800 mm

Tempering steel
42CrMo4+QT 10083-3 60 - 300 mm 280 - 800 mm
30CrNiMo8+QT 10083-3 60 - 300 mm 280 - 800 mm
34CrNiMo6+QT 10083-3 60 - 300 mm 280 - 800 mm
51CrV4 10083-3 60 - 300 mm 280 - 800 mm

Case hardening steel
16MnCr5 10084 60 - 300 mm 280 - 800 mm
20MnCr5 10084 60 - 300 mm 280 - 800 mm

Structural sections / wide flanged beam Length
(incl. Overrolling)
HEA / HEB / HEM 10025-2 100 - 1000 mm up to 24 m
IPE 10025-2 80 - 750 mm up to 24 m
UNP 10025-2 80 - 400 mm up to 18 m
INP 10025-2 80 - 360 mm up to 12 m

Merchant bars Flat bars Length
S235JR - S355JR - S355J0 - S355J2 10025-2 30/3 - 600/60 mm 6 / 12 m or fixed length
X120Mn12 (1.3401) Steel test specification 30/5 - 120/20 mm 6 m
CORTEN A / CORTEN B 10025-5 30/3 - 600/60 mm 6 / 12 m or fixed length

Merchant bars Round steel Length
X120Mn12 (1.3401) Steel test specification 12 - 70 mm 6 m

Merchant bars Angle steel Length
S235JR - S355JR - S355J0 - S355J2 10025-2 30/30/3 - 200/200/28 mm 6 / 12 m or fixed length
CORTEN A / CORTEN B 10025-5 30/30/3 - 250/250/35 mm 6 / 12 m or fixed length

Merchant bars Normal U - Sections Length
S235JR - S355JR - S355J0 - S355J2 10025-2 20/10/3 mm - 70/40/6 mm 6 / 12 m or fixed length
CORTEN A / CORTEN B 10025-5 20/10/3 mm - 70/40/6 mm 6 / 12 m or fixed length

Merchant bars Normal Tee - Sections Length
S235JR - S355JR - S355J0 - S355J2 10025-2 30/30/4 mm - 140/140/15 mm 6 / 12 m or fixed length

Merchant bars Tee - Sections sharp edged Length
S235JR - S355JR - S355J0 - S355J2 10025-2 20/20/3 mm - 60/60/7 mm 6 / 12 m or fixed length

Special profiles Hot rolled, continousely casted, bright drawn
S235JR - S355J0 - S355J2+N 10025-2 Power house profiles, expansion jointProfiles according to drawing
Inox Power house profiles, steps angles Run and guide rails

Special profiles cold rolled section 10025-2 Hot rolled, cold rolled, galvanized
Qualities according to your original up to thickness 10 mm Length up to 13.6 m

C / U / L / SIGMA and more

Cold drawn steel and grounded bars Length
General structural / Easy-machining / High-grade structural steel Round steel 3 - 70 mm h9 2 - 7 m

Square steel 4 - 60 mm h11 2 - 7 m
Hexagon steel 4 - 65 mm h11 2 - 7 m

Barrier for road works galvanized 2500 x 1100 mm 2.5 m
fence variable galvanized 3500 x 2000 mm 3.5 m

Wire rod Galvanized up to Z350 Stainless Inox V2A / V4A
In coils of 50 kg Gauge 6 - 10 mm Gauge 8 - 10 mm
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